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Desco Virro GuazE is a modern, economical, permanent enamel 
cement finish for interior wall surfaces installed for protective, 
decorative, and sanitary purposes. Desco is spray-applied to 
practically any reasonably smooth, rigid surface. 


Desco Vitro GuLazE produces a hand- 
some wall finish that faithfully follows curving architectural 
contours. When installed, Dresco presents a vitreous, marble- 
hard, cold-glazed surface with a beautifully mottled texture 
which breaks up the light, thereby eliminating glare. 


Desco Vitro GLazE is recommended 
highly as a permanent interior wall surface, either wainscot or 
full wall height, for most building construction. The product 
has found its widest acceptance as an attractive and protective 
wall surface for hospitals, schools, institutions, churches, public 
and commercial buildings and the fact that it is water-proof, 
permits its use in many types of areas. 


Desco Vitro G.azeE is ideally installed over brown-coat, 
white or putty coat and cement plaster, painted plaster (where 
paint is sound) cinder or cement block, brick or other struc- 
turally sound, rigid surfaces. 
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A PERMANENT « COLORFUL + ECONOMICAL 
ENAMEL CEMENT FINISH FOR INTERIOR WALLS 


Initial low cost plus ease of maintenance and permanence 
recommend Desco Virro Giaze for a wide variety of installa- 
tions. Dersco can be installed for considerably less than 
comparable materials such as glazed brick, glazed tile, ete. 


MARBLE-HARD AND SEAMLESS — Desco Vitro GLaze provides 
a marble-hard, seamless surface in a wide color range permitting 
it to fit well into existing or proposed color schemes. Spray- 
applied, it presents a continuous, unbroken wall surface, free of 
joints, which makes it extremely sanitary and easy to maintain. 
These features make it particularly desirable for application in 
schools or institutions. When necessary, it can be easily repaired. 


COLORFUL — Desco Virro GiazeE color combinations are per- 
manent and non-fading and are available in a variety of com- 
binations from delicate pastel shades to brilliant full strength 
colors. The twelve colors illustrated in this brochure are as 
faithful reproductions as printer’s ink and paper stock permit. 
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5. SPATTERED GRAY 6. BLACK OPAL 
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10A. SILVER MIST 11. CHOCOLATE CREAM 12. SUNDOWN 
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DESCO VITRO GLAZE RECOMMENDED SURFACES 


PLASTER SURFACES — Cement or gysum 
base plastered finishes with a wood float to a 
sand finish, as well as a white putty coat plaster, 
form an ideal backing for DESCO VITRO 
GLAZE. Plaster containing expanded aggregate, 
such as, pearlite zonalite, etc., can be satisfac- 
torily used in the scratch and brown coats but 
must be finished with gysum sand plaster wood 
float finish to receive the DESCO VITRO GLAZE. 
Additional information and more detailed prepa- 
ration instructions covering any of the above 
backings can be had by contacting your nearest 
DESCO VITRO GLAZE office listed below: 


MASONRY SURFACES — DESCO VITRO 
GLAZE can be applied directly to cement or 
cinder blocks, brick, stone or any other type of 
masonry building block or poured concrete wall 
with extremely pleasing results. The wall should 


be plumb and level fashion, mortar joints neatly 
tooled and all excess mortar cleaned away. 


BUILDING BOARDS — Gyproc, sheet rock and ‘* 
all other cement asbestos boards can be used 
as a backing to apply DESCO VITRO GLAZE 
on with a very satisfactory result. If panelled 
off with suitable molding to hide any cracking 
which may result from expansion and contraction 
of the panels at panel joints. This method will 
result in an extremely decorative wall panelling 
having a hard glaze surface obtained by this 
manner of application. 


PAINTED SURFACES — All of the above sur- 
faces having a painted finish can be prepared 
to receive DESCO VITRO GLAZE depending on 
the merits of each installation. For further 
information, contact your nearest DESCO VITRO 
GLAZE Contractor. 


DESCO VITRO GLAZE ARCHITECTURAL SPECIFICATIONS 


MATERIALS — All materials shall be first qual- 
ity, freshly compounded and formulated and 
shall not include any bonding agents which do 
not form an integral part of the Portland Cement 
base coating. 


. WORKMANSHIP — All surfaces to which 


DESCO VITRO GLAZE is to be applied shall 
be prepared by others, as set out elsewhere in 
this specification and to the approval and satis- 
faction of the Architect and this Contractor. 
DESCO installations are to be completed in a 
monalithic manner by the use of DESCOTEX 
and Portland Cement. Seperate bonding agents 
between the surface to be covered and the 
DESCO VITRO GLAZE are not to be used and 
will not be acceptable as all material must form 
an integral part of the Portland Cement base 
coating. All work is to be completed by fully 
trained mechanics. This contractor will remove 


DESCO 


all masking paper and clean up all refuse and 
debris resulting from his work and leave the 
premises in a tidy orderly manner. 


OTHER TRADES — This contractor will co- 
operate with all other trades during the execution 
of his work by protecting their work, materials 
and equipment. The General Contractor will 
arrange to have all equipment and materials 
removed from areas where DESCO VITRO 
GLAZE is to be applied and to prevent all traffic 
through the areas while this contractor is com- 
pleting the DESCO VITRO GLAZE installation. 
All plumbing fixtures, grills and radiators shall 
not be installed until completion of this section 
of work. All other fixtures that are permanently 
set in wall, such as Drinking Fountains, Urinals, 
etc., are to be installed before DESCO VITRO 
GLAZE is applied to area. All painting and 
decorating is to be completed after DESCO 
VITRO GLAZE installation is completed. 


DESCO VITRO GLAZE ASSOCIATION OF AMERICA, INC. 


American Terrazzo Co., Inc. 
817 Vandalis Street 
St. Paul 14, Minnesota 


Anderson Laswell & Anderson 
Las Vegas, Nevada 


Ardit Mosaic Tile & Marble Co. 
667 West Mound Street 

P.O. Box 1934 MO. 

Columbus, Ohio 


Desco Vitro Glaze Co., Inc. 
1085 East Delavan Avenue 
Buffalo 15, New York 


Desco Vitro Glaze Limited 
220 Bowie Avenue 
Toronto 19, Ontario 


Desco Vitro Glaze Co. of Missouri 
5719 Manchester Avenue 
St. Louis 10, Missouri 


Desco Vitro Glaze Co. 
of Schtdy., N. Y. 

2675 Curry Road 
Schenectady, New York 


MEMBERS 


Desco Vitro Glaze Co. (Western Div.) 
7644 North 4th Avenue 

Phoenix, Arizona 

Desco Vitro Glaze Co. of Wisconsin 
816 North Oxford Avenue 

Eau Claire, Wisconsin 

The Frank P. Goodwin Company 

68 Thompson Street 

New Haven 11, Conn. 


Harry E. Short Tile & Marble Co. 
562 South Broadway 

Denver 9, Colorado 

J. A. Martina Vitro-Glaze, Inc. 
4190 Olympus Drive 

Salt Lake City 7, Utah 
Northwest Tile Co. 

4102 Stoneway 

Seattle 3, Washington 

Patrizio Art Mosaic Company 
2022 Fifth Avenue 

Pittsburgh 19, Pa. 

Roedel Tile Contracting Co. 
666 North Thompson 

Portland, Oregon 


Desco Vitro Glaze Co. of Illinois 
2126 South Spaulding Avenue 
Chicago 23, Illinois 


Selby, Battersby & Company 
5220 Whitby Avenue 
Philadelphia 43, Pa. 

and 


2405 W. Baltimore Street 
Baltimore 23, Maryland 


Sioux City Mosaic Company, Inc. 
West First and Rebecca Sts. 
Sioux City 3, Iowa 


A. & B. Trottier Company 

P. O. Box 26 

Lemon Grove, California 
and 


600 South Fifth Avenue 
Phoenix, Arizona 


Universal Terrazzo & Tile Co. 
4213 North 20th Street 
Omaha 11, Nebraska 


DESCO VITRO GLAZE CO. OF N. Y., Inc. > 


796 EAST 140th STREET . 


Telephone LUdlow 5-1560 


NEW YORK 54, N. Y. is 


J.P. Inc. Printed in U.S.A.” 


